OPTIMATT

Taiuslik sormejaljevaba viimistlus.

Korgekvaliteedilise sormejaljevaba pinnaga plaadid on paljude kasulike omadustega ja trendikates varvitoonides.

Tehase laos kohe saadaval.

Anti-Fingerprint finish in perfection.

Our high-quality anti-fingerprint surface impresses with many practical features and is in the latest trend colors available

from stock.

Sormejalje- Kerge
vaba puhastada
Anti Easy to clean

27018 OM/BS 1570 OM/BS

25735 OM/NM 22192 OM/NM
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L%

7\
Matt pind Kriimustuskindel Pleekimiskindel
Matt surface Scratch resistant Fade resistant

2507 OM/BS

2190 OM/PE 25727 OM/NM



Toote kirjeldus | Product construction

Vastupidav sérmejéaljevaba viimistlus
Highly resistant anti-fingerprint finish

Laminaat
Laminate OM

Puitlaastplaat
Chipboard

Laminaat
Laminate BS/PE/NM

& Optiboard:
Laminaat | Laminate:
CJ ABS kant | Tape:

2790 x 1300 x 19 mm
3050 x 1320 x 0,8 mm

1 x 23 mm (rull 75 jm | single rolls 75 Im)

I Optiboard

Dekoori number Pealispind Tagakiilg Dekoori nimetus EE Dekoori nimetus EN

Decor number Surface Surface Backside Decor name EE Decor name EN NCS kood
1570 oM BS Teemantvalge Diamond White NCS S 0500 - N
2162 oM PE Grafiit Graphite Grey NCS S 6500 - N
2166 OM PE Basalt Basalt NCS S 8000 -N
2171 oM PE Ahhaat Agate Grey NCS S 5000 - N
2190 oM PE Must Black NCS S 9000 - N
2507 oM BS Magnoolia Magnolia NCS S 0502 - YS0R
22192 oM NM Tumesinine Black Blue NCS S 8005 - R80B
25726 oM NM Tumepruun Cameroon Brown NCS S 7005 - YSOR
25727 OM NM Acai Acai NCS S 6020 - R
25735 oM NM Tumeroheline Black Green NCS S 7005 - BSOG
27018 oM BS Kristallvalge Crystal White NCS S 0502 - G
27045 OM BS Sampanja Champagne NCS S 1505 - Y40R
27049 OM BS Kasmiir Cashmere NCS S 3005 - YS0R
27166 oM BS Pruunikashall Taupe NCS S 6005 - Y20R

Puhastamine ja hooldus

Kaindl Optiboard plaadid on vaga higieenilised ning lihtsad hooldada. Mustus
tuleb plaadi pinnalt koheselt eemaldada niiske lapiga.

Voimalike pinnakahjustuste tekkimise t6ttu El TOHI puhastamiseks kasutada
jargnevat:

* abrasiivsed ained ja kaurimisvahend
puhastuspiim ja - pulber jms.)

* kontsentreeritud happed ja leelised
* sanitaarpuhastusvahendid ja kioori sisaldavaid vahendid

* poleerimisvahendid

Kasutage puhastusvahendit alati saastiikult, ettevaatlikult ja ainult maardunud alal.
Arge jatke puhastusvahendit pinnale pikemaks ajaks.

Loikamisel kasutage alati alust valtimaks pinna kahjustamist

Kuivatage alati litekohtadelt pinnale sattunud vedelik ja / v5i niiskus.

metallist nuustik, abrasiivne kasn,

Rohkem teavet puhastamise ja hoolduse kohta leiate infolehelt ,Reinigung und
Pflege von Kaind| Optiboards®“/"Cleaning and care of Kaind| Optiboards”
www.kaindl.com

Tootlemine

Kaindl Optimatt laminaate kasutatakse puidup@histe matejalide, naiteks PLP,
MDF, vineer vdi tisleriplaadid, katmiseks kilm- vGi kuumpressimise teel.
Laminaate vib liimida kaubanduses saada olevate karbamiidivaigu- ja
dispersioonliimidega jargides tootjapoolseid juhiseid

Kontaktliimide kasutamisel peab vastav kasutusviis olema liimi tootja poolt heaks
kiidetud.

Kaindl Optimatt laminaadid pole méeldud painddetailide valmistamiseks

Cleaning and care

Kaindl Optiboards are very hygienic and easy to clean. In general, dirt should be
removed straight from the surface of your Kaindl Optiboard with a damp cloth.

The following agents can cause considerable damage to the surface of your Kaind/

Optiboard and must therefore not be used for cleaning:

- No abrasive or scouring agents (e.g. stainless steel pads, sponges with abrasive
fieece, cleaning milk, cleaning powder, etc.)

- No highly concentrated acids and alkalis

- No cleaning agents such as sanitary cleaners or chlorine cleaners

- No polishing agents

Always use cleaning agents sparingly, carefully and only in dirty areas.

Do not leave on for a longer period of time.

Direct cutting with knives on the decor can lead to cutting marks. Always use a

backing.

Always wipe away water (moisture) in the joint area.

Detailed information on cleaning and care can be found in the information sheet
«Cleaning and care of Kaindl Optiboards”.

Further processing

Kaindl Optimatt Laminates can be applied onto products derived from timber such
as chipboards, MDF-boards, plywood and block boards.

Kaindl Laminates can be bonded by using customary urea resin glue and disper-
sion adhesives by following the manufacturer instruction.

Laminates can be bonded onto the substrate in a cold or hot pressing process.
When using any kind of contact adhesives the respective application has to be
approved by the adhesive supplier.

Kaindl Optimatt Laminates are NOT suitable for postforming.






